
  T E C H N I C A L  D E S C R I P T I O N     

     EL420-2412-01 AC/DC Converter 12V 300mA 
             
 

 elreg as Oslo-Norway    EL420-2412-01 TE Rev.1.00.doc     Dato 2025.07.18 

 

 

Produktkode: 150.05.2412.001.0 

Product description 

EL420-2412-01 is a compact and reliable AC/DC converter that can also be used as a DC/DC converter.  

Output power: 12V DC 300mA 

 

EL420-2412-01 is specifically designed for the alarm, security and telecommunications market but can be used 

for a variety of applications where stable and secure operation is required. 

 

EL420-2412-01 provides precisely regulated output voltage over a wide range of input voltages and can operate 
over an ambient temperature range of -30°C to + 50°C. The AC/DC converter is protected against short circuit 
and overheating, which makes the EL420-2412-01 very reliable. For the output and input circuits, 4-pole screw 
terminals are used for connecting up to 2.5mm2 cable. Operating status is indicated by LEDs in front. The unit is 
designed to use with a standard DIN rail TS 35, and is supplied complete with the DIN rail module. 

 
Specifications 
 
Input voltage 
Output voltage 
Output power 
 
Ripple and noise  
Regulation 
Protection: 
 
Connections (input voltage) 
Connections (output voltage) 
Wire size 
 
LED 
 
Dimensions 
Weight 
Mounting 
Ambient temperature (operation) 
 

 
12 - 24V AC (or 15-30V DC) 
12V DC 
>300mA (protected with current limitation). 
 
100mV p-p 
<2% at 0-100% load 
Short-circuit protected, as well as overvoltage and overload protected. 
 
1 pcs (terminal block) 
1 pcs (terminal block) 
> 2.5 mm

2 

 
1 pcs (indicates output voltage OK) 
 
58x46x48 mm (WxDxH) 
180 g 
Standard DIN rail TS35. 
- 30°C + 50°C 

 



  T E C H N I C A L  D E S C R I P T I O N     

     EL420-2412-01 AC/DC Converter 12V 300mA 
             
 

 elreg as Oslo-Norway    EL420-2412-01 TE Rev.1.00.doc     Dato 2025.07.18 

 

 

 
 
 
Connections: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Safety and EMC: 
 
Meet the requirements in the safety standard EN62368-1 

Meet the requirements in RFI/EMI standard EN55022 and EN61000  

Product is marked with a CE label.                                                    

 
 

Input 
12-24V AC or 15-30V DC 

 
Terminal blocks for wire >2.5mm2 

 
 
 

 

PTC fuse 0.9A 
 LED (Green). 

Indicating power OK. 
 

Output 
12V DC 300mA 

 
Terminal blocks for wire >2.5mm2 

 
 

 
 

 


