TECNICAL DESCRIPTION elreg =<
EL380-1320 Distribution Unit 19" rack drawer - Height 1U
for VANDERBILT SPCE652

Product code: 330.05.1320.200.0

Material: Solid 2 mm steel construction with Power termination board:
high quality full extension ball bearing Fuses: 8 pieces (PTC resettable fuses)
Color: RAL 9004 (Black) Outputs: 8 pieces
Dimensions: 481x372x44 mm (WxDxH) Wire size max.: 4.0 mm?
Weight: 6.8 kg (ex. Vanderbilt-boards)
Protection: IP40 (EN 60529) Spacers:
Impact: IKO8 (EN 62262) Quantity: 16 pcs for VANDERBILT (Length 10 mm)
Insulation: Totally (electrical)
Flammability: Rating UL 94 V-0 Tamper switch:
Model: ELO72
Cable entries: Lifetime : 10.000 operations minimum
Quantity: 11 pieces Current rating:  200mA
Material: Membrane spout, TPE Voltage rating: 30 VDC
Cable dia.: 1-13mm Connector: Outputs: NC C
Cable Duct: Qty: 2 pcs, included

EL380-1320 Distribution Unit is especially designed for Siemens VANDERBILT circuit boards.

Tamper switch designed for alarm systems are included. With 11 pcs of cable entry installation time reduces
considerably and simplifies board layout and wire management.

Power termination board with 6 outputs with resettable fuses included, is designed for serial connection of the power
cables, avoiding additional connectors. 16 spacers and screws for VANDERBILT board are all included.

-~ Tamper switch (alarm signals)
Compatible with most alarm systems.
Closed circuit (NC) in normal mode, (when pressed)
L ) . High reliability, incorporates reed relay contacts.
c St Lifetime expectancy: 10.000 operations minimum.
E r"delz EL07:~';N°"‘Vay ( Specially designed tamper switch for alarm systems.
Size: 68.0x28.0x25.5 mm.
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