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Product code: 330.05.0250.100.0 

 

Product description 

The fuse module is designed to secure and distribute power in low voltage alarm systems that require a DC 

voltage in the range: 10V - 30V. The fuse module is typically used for securing low-power electronic equipment.  

There are a total of 10 secured outputs, all secured with PTC-polymer fuses. Errors are indicated by a red LED. 

The fuses is automatically reset when load is adjusted or the fault is corrected. Output circuits are supported with 

pluggable terminal blocks for connecting up to 1mm2 cable. Output circuits marked L are galvanically isolated 

from output circuits marked S. The fuse module is designed for standard DIN rail TS 35. (35x7.5 mm) 

 

Spesifikasjoner 
 

 
Input voltage 
Output voltage 
 
Connections (input voltage IN-1) 
Connections (input voltage IN-2) 
Wire size max (input) 
 
 
Output circuits 
Maximum power consumption 
Wire size diamater (outputs) 
Fuses 
LEDs (Red) 
 
Dimensions 
Weigh 
Mounting 
 
Ambient temperature operations: 
 

 
10 - 30V DC 
Equal to the input voltage 
 
1 pcs (Related to output circuits S1-S5) 
1 pcs (Related to output circuits L1-L5) 
4 mm

2 

 

 

2 x 5 pcs with galvanic isolation (Pluggable connectors) 
2.5A. (250mA each output) 
1 mm

2 

PTC fuses 250 mA (resettable) 
10 pcs (indicates short circuit or overload) 
 
81x45x41 mm 
70 g 
Standard DIN rail TS 35 
 
- 10°C + 40°C 
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Connections: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
Approvals: 
 

Meet the requirements in the safety standard EN60950 

Meet the requirements in RFI/EMI standard EN55022 level B  

Product is marked with a CE label.                                                    

 
 

Automatic fuses 
250mA 

 

Pluggable connectors 

 

10 red LEDs indicates short circuit or overload 

 

Power input 12V/24V DC (IN-1) 
Related to output circuit: S1-S5 
 
 

 Power input 12V/24V DC (IN-2) 
Related to output circuit: L1-L5 
 
 

 

10 output circuits secured with PTC-polymer fuses 
 


