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Product code: 330.05.0185.000 

Product description 

The fuse module is designed to secure and distribute power in low voltage alarm systems that require a DC 

voltage in the range: 10V - 30V. The unit has terminal for DC input (12 or 24V) and a terminal for a control signal 

from a external unit. There are a total of 16 secured outputs, all secured with PTC-polymer fuses. Errors are 

indicated by a red LED. The fuses is automatically reset when load is adjusted or the fault is corrected.  

The output circuits is designed with LSA Plus connectors suited for 0.35-0.65mm cables. 

The fuse module is designed for standard DIN rail TS 35. (35x7.5 mm) 

 

Control signal from external unit 
The EL185-LSA is designed with the ability to control all output circuits individually from an external control unit.  

A control signal from the external unit is connected to the terminal marked with a switch symbol. The signal is 

typically controlled from the fire control central with the output of a potential-free relay (NC C). In normal mode it is 

a closed circuit. In case of fire, the circuit is broken and the EL185-LSA fuse module controls the number of doors 

to be activated based on the selection defined via the strap fields(1-16). See also the connection description on the 

next page. 

 

Specifications: 
 

 
Input voltage 
Output voltage 
 
Connections (input voltage) 
Antall Connections (from external unit) 
Wire size max (input) 
 
Output circuits 
Maximum power consumption 
Wire size diamater (outputs) 
Fuses 
LED (Red) 
 
Dimensions 
Weigh 
Mounting 
 
Ambient temperature operations: 
 

 
10 - 30V DC 
Equal to the input voltage 
 
1 pcs 
1 pcs 
4.0 mm

2 

 

16 pcs (LSA Plus connectors) 
25.6A. (1.6A each output) 
0.35-0.65 mm

 
(0.4-0.8 mm solid) 

PTC fuses 1.6A (resettable) 
16 pcs (indicates short circuit or overload) 
 
140x45x41 mm 
110 g 
Standard DIN rail TS 35 
 
- 10°C + 40°C 
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Connections: 
 
 

 
 

 
 
 
 
Approvals: 
 

Meet the requirements in the safety standard EN60950. 

Meet the requirements in RFI/EMI standard EN55022 level B  

Product is marked with a CE label.                                                    

 
 

Jumper in pos.1  
Output fixed 

 

Jumper in pos.2  
Outputs are controlled from fire alarm central 

External control from fire alarm central 

Power input 12V or 24V DC 

LSA Plus connectors 
 Automatic fuses 

 

16 red LEDs indicates short circuit or overload 
 

16 output circuits secured with PTC-polymer fuses 
 


